
Base Station wireless 
infrastructure Bands 

Pin style SMD Circulator 

 

 

Circulator designed for applications in high performance linear power 
amplifiers and wireless infrastructure. Standard industry package size. 
 

� Counter Clockwise (CCW) rotation available 
� S-Parameters are also available upon request 
� Addition Frequencies available 
� Special performance Characteristics available 

 

 

 

Part 

Number 

Frequency 

Range (MHz) 

Insertion 

Loss  
Isolation  

Return 

Loss   

Forward 

Power 

Peak/Avg  

Rev 

Power 
IMD  

Package 

Outline 

  Low High (dB) (dB) (dB) (W) (W) (dBc)  (mm) 

RFCR5102 728 768 0.22 23 23 500/200 100  75 25.4 

RFCR5201 869 894 0.22 23 23 500/200 100  75 25.4 

RFCR5301 920 960 0.22 23 23 500/200 100  75 25.4 

RFCR5501 1805 1880 0.22 25 25 500/100 80  75 14.5 

RFCR5502 1805 1880 0.22 23 23 500/200 100  75 25.4 

RFCR5601 1930 1995 0.22 25 25 500/100 80  75 14.5 

RFCR5602 1930 1995 0.22 23 23 500/200 100  75 25.4 

RFCR5701 2110 2170 0.22 25 25 500/100 80  75 14.5 

RFCR5702 2090 2190 0.22 23 23 500/200 100  75 25.4 

RFCR5801 2620 2690 0.22 25 25 500/100 80  75 14.5 

 

http://www.rfmw.com/ProductDetail/RFCR5102-RFCI/496946/
http://www.rfmw.com/ProductDetail/RFCR5201-RFCI/496392/
http://www.rfmw.com/ProductDetail/RFCR5301-RFCI/496947/
http://www.rfmw.com/ProductDetail/RFCR5501-RFCI/472934/
http://www.rfmw.com/ProductDetail/RFCR5502-RFCI/496948/
http://www.rfmw.com/ProductDetail/RFCR5601-RFCI/472937/
http://www.rfmw.com/ProductDetail/RFCR5602-RFCI/496949/
http://www.rfmw.com/ProductDetail/RFCR5701-RFCI/472933/
http://www.rfmw.com/ProductDetail/RFCR5702-RFCI/496950/
http://www.rfmw.com/ProductDetail/RFCR5801-RFCI/472935/

